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Features 

1. Designed for FTTH networks. 

2. High linearity, Suitable for CATV & SAT-IF application. 

3. Two wavelengths optional: 1310nm or 1550nm 

4. Output power range 2~10mW. 

5. Compatible with FTTx PON network 1490nm. 

6. Supports LNB feeding optical 22 kHz 13V or 18V. 

7. Transmit 47~2150MHz satellite L-band digital and analogue signal. 

8. Compact design, easy to install. 

 

 

 

Technical Data 

Parameters Unit Specification 

CATV RF Part 

Frequency Range MHz 47~862 

Flatness dB ≤±0.75 

RF input level dBm 75±5 

Input impedance Ω 75 

Return Loss dB ≥16 

CNR dB ≥52 

CTB dB ≥60 

CTB dB ≥63 

SAT IF Part 

Frequency Range MHz 950~2150 

RF input level dBm 68±10 

Flatness dB ≤±1.5 

Optical Part 

Optical wavelength nm 1310nm or 1550 

Optical output power mW 2~10 

Optical return loss dB ≥45 

Optical fiber type - Single-mode 

General Part 

RF connector - F-female 

Optical connector - SC/APC or FC/APC 

Power supply V +12V 

Power consumption W <2 

Size mm 100*98*28 
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